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1 Introduction

The purpose of this study was to estimate the effect of measemt errors in the position and energy of the
observed interactions on the angular resolution of a Comptgy imaging type detector.

In a Compton interaction, if one can measure the energy ofthtéered photon and the energy of the
Compton electron, then one can determine the scatterirlg Begveen the incoming and outgoing photon
using the well-known Compton formula (see Appendix A.1 ogeé for the derivation of this formula).
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If one assumes small Gaussian err@if., d £, ) for the observed energi€#,, E,.), then one can
derive an analytic expression for the error on the recoostmiangled
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See Appendix A.2 (page 7) for the derivation of this result annumerical cross-check. Note that this
error function approaches infinity #fis near zero ofr. A detailed discussion on how to avoid this is given
in Appendix A.2.1 (page 7) and the impact on the reconsionotif the simulated events is described in
Section 4 (page 2).

2 Error inthe determination of the scattered photon direction

There is an additional error on the determined Compton rurggtd the uncertainty in the scattered photon
direction. This is due to the finite precision on the two meadinteraction points. In order to estimate this
contribution to the Compton angle error, we use the follgxempirical procedure.

For each measured coordinate, we displace the nominal bglthee expected measurement error in that
coordinate and determine the change in the direction ofdhiesed photon, i.e., the opening angle between
the nominal direction and direction determined with onerdotwate shifted. We repeat this procedure for
each of the six coordinates and add, in quadrature, thelatdclangle shifts.

We have checked that this procedure agrees numericallyamitnalytic formulation of the error, see
Equation 7 in Appendix B on page 9. The analytic formulati@s lthe advantage that it is statistically
meaningful. The input and output variables will have Gaasdglistributions and thus one can calculate
confidence limits. On the other hand, the results are Gaussily when the fractional errors are less than
about 50%.

We combine, in quadrature, the angular error derived framptbsition measurement uncertainty (using
the empirical method) with the error determined from Eq. i2fie totaldé of the Compton ring.

3 Simulation

Using this information, we have determined hd®&vdepends on the detector resolution. We use a detector
geometry consiting of a silicon slab that is 8 cm by 8 cm by 4 dive use a point source of photons
that is placed on an axi perpendicular to one of the 8 cm by 8awad of this detector. We use Geant4
to determine the event sample, considering only eventsenher full energy of the incoming photon has
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Figure 1: The simulated detector energy resolution as difumof energy deposited.

been deposited. We assume that we know the correct ordee @thton interactions, and consider both
photoelectric and Compton processes for the second ii@nadVe sum the total energy deposited in the
detector to determine the incoming photon energy.

The assumed energy resolution is 2 keV at 600 keV with a sqoate=nergy dependence. The mini-
mum energy resolution is 1 keV. This function is shown in Fegi and can be summarized as

dE =1keV (E < 150keV)
SE = \/E/150 keV (E > 150 keV) 3)

This energy resolution is used to smear the energy depaitath interaction site in the detector.

We then vary the position resolution from 0.1 mm to 10 mm, assiito be the same in each dimension.
Given the kinematics of the generated event, the determifiedries considerably. For example, Figure 2
shows theif distribution for an input of 0.5 MeV photons and a spatiabiagon of 1 mm. Figures 3 to 6
show the median value @P for initial photon energies of 0.1 MeV, 0.5 MeV, 1.0 MeV, andlQ MeV.

We observe that for spatial resolutions of the order of 1 niva,dpatial resolution is the dominating
factor ind# for this detector configuration.

4 Effect of eventsnear @ = 0or =«

The results reported in the previous section include alhefdvents, even those néae 0 or 7, where the
analytic expression may be overestimating the error in th@@on formula (see Appendix A.2 on page 7).

Here we show the effect of excluding these events from thiysisaTable 1 gives the fraction of events
for @ ~ 0 where the electron kinetic energy is within anef zero . — m. < 0E.), the fraction ford ~ 7
where the scattered photon energy is with oraf its minimum possible energy,, < E./(min)+46E,),
and the mediand# with or without these events, for various incoming gammayenergies.

The contribution from events neér= = dominates over those nedr= 0. Given the size of the
detector, and the requirement that the events be fully aeedathen the events with low energy photons are
more likely to be detected. The total number of affected &s/e&nenergy dependent and is approximately
5%, but grows to about 20% for 1@@V incident gamma rays. Excluding these events shifts the ane/di
by less than 8% and the effect is essentially negligible fimrgies above aboutMleV.



Table 1: The effect of excluding events with~ 0 or 7 in the calculation ofdd. Shown for discrete
generated energies are the fraction of events in each regidrthe mediand determined including or
excluding those events.

dé do
Energy 6 ~0 O~ All Excludingd ~ 0,7
(MeV) (%) (%) (radians) (radians)
0.1 2.5 20.3 0.081 0.075
0.2 0.5 11.6 0.037 0.034
0.5 0.03 5.7 0.021 0.020
0.8 0.06 5.3 0.018 0.017
1.0 0 4.9 0.016 0.015
1.33 0 3.8 0.016 0.015
2.0 0 45 0.013 0.013
3.0 0 5.0 0.013 0.013
5.0 0 3.1 0.011 0.011
10.0 0 3.1 0.011 0.011
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Figure 2: Thedf distribution from our simulation. The initial photon engng 0.5 MeV and the detector
spatial resolution is simulated to be 1 mm in each dimension.
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Figure 3:df as a function of detector spatial resolution. Plotted aeectbntribution todf due to energy
resolution (red), due to spatial resolution (green), arelttital d¢ (blue). The input photon energy is
0.1 MeV.
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Figure 4:df as a function of detector spatial resolution. Plotted aeectbntribution todf due to energy
resolution (red), due to spatial resolution (green), arattital d6 (blue). The input photon energy is
0.5 MeV.
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Figure 5:df as a function of detector spatial resolution. Plotted aeectbntribution todf due to energy
resolution (red), due to spatial resolution (green), aeddkaldd (blue). The input photon energyis 1. MeV.
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Figure 6: df as a function of detector spatial resolution. Plotted aeectbntribution todf due to energy
resolution (red), due to spatial resolution (green), arelttital d¢ (blue). The input photon energy is
10. MeV.



Figure 7: Compton interaction.

A Appendix

A.1 Derivation of the Compton formula

Assume that the inital electron is at rest, then from cors@m of momentum, the electron recoils from
the scattered photon (see Figure 7):

ﬁe :ﬁ’y _ﬁ’y’-

Taking the square of the momentum and usihg p, and £,/= p. (since photons are massless and we
are using units where c=1), results in

Pl = Ev2 + Ewg —2E,E, cos.

Using the invariant mass relatign? = E.* — m.2 and conservation of energ¥, + m. = E. + E,/) to
eliminate the electron variablgs and E, results in

By + 2meEy +me® — 2B,Ey — 2mE. + By —m,?
= E,* + E,? — 2E,E, cosb,
which reduces to
me(Ey — Ey) = EyE,/(1 — cos?).

This is often rewritten as

cosf =14 Ze _ e
B, B

(4)

A.1.1 Compton formulaimplications

Note that the anglé approaches zero as the electron kinetic enékyy— m.) approaches zero. Obviously
at zero angle there is no scattering and the outgoing phasthe same energy as the incoming photon.
In contrast, the minimum outgoing photon energy can not be, bait is instead
. Me
E. = ° 5
’Y(mln) 2+me/Ev’ ()
which corresponds t = T, i.e., the case where the photon scatters back in the direopposite to that
of the incoming photolE.,, = E.,).
Using consevation of energ¥., = E, + E. —m.), one can rewrite Equation 5 in terms of the electron
kinetic energy K. = E. — m.)

1
B, (min) = 3 ( MoK, + K2 — K) .



A.2 Analytic expression for theerror in the Compton angle

The Compton anglé in Equation 4 depends only on the energy of the inconfiig = £, + E. — m.)
and outgoing £,/) gamma rays. If one considers only small Gaussian errorh#observablesH, and
E.), then one can derive an analytic expression for the erréramfollows.

Taking the differential of Equation 4 yields:

d(cos @) = —sinfdf = —%dEV + %dEV/,

Y Y
which can be rewritten as
. E,?
sin0E, E,
SinceE, = E. + E,, — m., we havedE,, = dE. + dE,/, and so
. E,?
do = —< [dEe +dE, — —WQdEV,}
sin 0 F, E,

m E.?
— = |dE.+ (1—- =5 |dE,|.
sin@Ef { ( E 2) V}
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This equation defines the partial derivativés/0E,. anddf/JE.. So for Gaussian erroiE, anddE.,,
the error estimate faf is
B2\
SE” + (1 —~ E”z) SE.*

~!

2
2 Me

sin? ()E'v4

. (6)

This equation is valid as long as the fractional err@B. /Ee anddE., /E..) are not too large. Further-
more, one must be careful when applying this equation irasans neaf = 0 or .

A.2.1 Error in Compton Anglenear 8 = 0 or

The case wheré is exactly zero occurs only when the electron kinetic enéigy = E. — m.) is zero.
Thus there is no detected first interaction and the formulaldvoot be applied. Arbitrarily small values of
K. do not cause a problem for Equation 6 until they approach tgnitude of the energy resolution itself.

For arbitrarily small values of the kinetic energy, when/E,, < 1 Equation 6 can be approximated
as

2
~ meEj’ 5K 4+ &
2E, 'K, E

From this one can see thé#? begins to blow up when the the kinetic energy becomes snihler the
energy resolutiod K., but is well behaved otherwise. Note that the second téti{ is suppressed for
small K.. WhenK_ is smaller than about twice the energy resolution, the Gansgpproximation itself
breaks down and Equation 6 will begin to overestimate therénrd. To apply this formula, one should
impose a lower cutoff on the electron energy based on theygmesolution.

For the case wher is nearr, the scattered photon energy is near its minimum (but caheaero,
see Appendix A.1.1). Because of finite measurement resolutie observed photon energy can fluctuate
downward and even be lower than the minimumally allowed@nérhese kinematically unallowed events
will be explicitly rejected since the Compton formula ifdells. However, the case where the photon energy
reaches its minimum is kinematically allowed and can alsmowhen events near the minimum fluctuate
downard due to the detector resolution. For these events\arg near the minimum, the error formula,
Equation 6, approaches infinity. To highlight the behavieamthe minimum energy, we can rewrite the
equation usingZ,, = E./(min)(1 + J), whered < 1.

2
56° <SE,?| .

2
B (mi E}?
0602 ~ m#(i?m) SE2 + (1 — ﬁ(l - 25)) SE,?
y v (min

Neither term(d E., 6 E,+) is suppressed, so in order to avoid this infinity, one shopjiyea cut to eliminate
events that are less than at least one standard deviatiteriirs of the energy resolution) away from the
minimum photon energy.
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Figure 8: Reconstructed Compton anglérom a simulation of the same physical state
sampled 100,000 times with Gaussian errors for the obsamedyies. The fit result is
superimposed on the distribution.

Table 2: Compton angle and error comparison between fit talation and analytic calculation. Sample
of 100,000 events where the Electron kinetic energy isk8@vith an RMS error of eV, and scattered
gamma ray energy of 40&V with and RMS error of ZeV.

Variable | Fit Result Analytic Result
6 (mrad) | 731.03+0.02 | 731.01
00 (mrad) | 4.61 +0.01 4.61

A.2.2 Numerical cross-check of Equation 6

To check the validity of Equation 6 we performed a simple Mo@arlo analysis by generating Gaussian
distributions for the input variables. and E,. and then compared the resulting distributiorfafith the
analytic expression. We generated 100,000 events whekedhmpton electron kinetic enerd¥. — m.)
was sampled from a Gaussian distribution with a mean ofkd0and RMS of 1keV, and the scattered
gamma ray energy distribution had a mean of 480 with an RMS of 2keV.

Using Equation 4 we reconstruct the Compton arigfiem the simulated observables. Figure 8 shows
the reconstructed distribution. The result of a Gaussian fit to this distribatis given in Table 2 along
with the results from the analytic expressions 4 and 6. Thieeagent between the fit and the analytic
expression is excellent. Be aware that thdistribution is no longer Gaussian if the error on the energy
measurement is too large, and thus Equation 6 would no lcaqgsy.



B Angular error from position resolution

The direction of the outgoing photon is determined from theasured positions of the two interaction
points. The measurement uncertainty of these positiorsdes@n associated uncertainty in the direction of
the photon. One can derive an analytic expression thaeeethese uncertainties as follows.

If the unit vectorn defines the direction of the incoming photon, and the twotsein = (z1,y1, 21),
va = (x2,Y2,22) define the direction of the outgoing photon= v — v1, then the angle between the
incoming and outgoing photons is

N -7 =wvcosh = v,
wherev| is the component of parallel tor. Taking the differential of the above equation gives
dv cos ) — sin fvdf = dv)|.

Taking the differential of? = v”2 + v, 2 and substituting in the above, results in

5 B _vdyy (v cosf —v)dvy v sin® Odv),
) tan@dﬁ—devL—l—devH =vdv, +—m——"— =vdv, — ——
cos 6 cos cos
The errorind is then
1 v2sin* @
592 _ 2d 2 2
B + cos2g
If the position resolution for each dimensionjig, then
dvy = dv) = V/26d.
So0d6 becomes
1 (v12 cos? O + v?sin* )
562 = od
v2tan? 6 cos2 6 ’
which reduces to
V2uy |
— e 7
o6 vlv|tand 0

wherev, (v)) is the component of scattered photon directidnperpendicular (parallel) to, anddd is
the position error in each measured dimension. For the apese where the incoming photon is in the
direction(n = (0,0, 1)), then

V2, /v2 + 02
50 = — 54,
v|v,| tané

This relation holds, meaning that the resulting distribnf 6 is approximately Gaussian, as longidgp;,
wherep; is the distance between the two points in each dimensioesssthan about 50%.



